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Parts List

DESCRIPTIONQTYPART NUMBERITEM
OUTLET BODY1PAT-LS-1001-GL 1

GLUTTON SEAL1PAT-LS-1024 2
SPACER1PAT-LS-10233

SOLVENT CUP1PAT-LS-1004-GL4

O-RING1O-E-1335

ROD BUSHING1PAT-LS-1005-GL6

ROD SEAL ASSY2PAT-LS-10167

SEAL TOOL1PAT-GL-TOOL-18

ASSEMBLY INSTRUCTIONS

1.  DISASSEMBLE UPPER PORTION OF EXISTING FLUID SECTION, SEPARATING 
     INLET AND OUTLET BODIES.  EXISTING PAT-LS-1001 OUTLET BODY, 

     PAT-LS-1004 PACKING NUT, PAT-LS-1005 BUSHING AND PAT-LS-1016 SEALS
     WILL BE REPLACED.   
2.  ASSEMBLE ITEMS 1 THRU 7 AS SHOWN ON PAGE 1.  NOTE PAT-LS-1005-GL

     BUSHING AND PAT-LS-1016 SEALS GO INTO SOLVENT CUP.  FIRMLY TIGHTEN
     PAT-LS-1004-GL SOLVENT CUP TO PAT-LS-1001-GL OUTLET BODY.
3.  SCREW ITEM 8 PAT-GL-TOOL-1 ON TO EXISTING PAT-LS-1008 (OR PAT-LS-1008-HD)
     UPPER ROD.

4.  PUSH SHAFT DOWNWARD THRU GLUTTON SEAL USING A HARD RUBBER OR 
     PLASTIC MALLET TO FORM SEAL.  (fig. 1)
5.  REMOVE PAT-GL-TOOL-1 FROM PAT-LS-1008 ROD (PAT-LS-1008-HD).
6.  SCREW EXISTING PAT-LS-1007 PISTON TO BOTTOM OF PAT-LS-1008 (PAT-LS-1008-HD)
     ROD (fig. 2)

7.  CONNECT PAT-LS-1001-GL OUTLET BODY TO EXISTING INLET BODY.
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